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MOST TRUSTED CNG CYLINDERS:
Perfected Design & High Quality

Management System as per 
ISO: 9001, ISO/TS 16949 : 2009

at EKC have earned them recognition of
most reliable CNG Cylinders. All CNG

cylinders are made as per relevant
standards of DOT, ISO: 9809,

ISO: 11439, ISO: 4705 D, NZS: 5454,
EN: 1964, IS: 15490, ECER 110.
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 70 267 21.70 1509 87 1576 90
 75 267 23.25 1626 93 1690 96
 80 267 24.80 1742 100 1804 103
 85 267 26.35 1858 106 1920 109
 90 267 27.90 1975 113 2036 115
 95 267 29.45 2091 119 2152 122
 100 267 31.00 2207 125 2270 128
      
 90 356 27.90 1200 124 1240 119
 100 356 31.00 1314 134 1355 130
 120 356 37.20 1542 155 1585 151
 125 356 38.75 1598 160 1645 157
 140 356 43.40 1768 175 1815 173
 145 356 44.95 1825 180 1875 178
 150 356 46.50 1882 185 1930 184
 155 356 48.05 1936 190 1990 189
 160 356 49.60 1994 195 2045 195
 180 356 55.80 2223 215 2275 216
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 20 219 718 25 5.00 6.29
 25 219 865 30 6.25 7.86
 30 219 1012 35 7.50 9.43
 40 219 1305 45 10.00 12.57
 50 219 1600 53 12.50 15.72 
  
 20 229 600 24 5.00 6.29
 22 229 650 26 5.50 6.92
 28 229 825 31 7.00 8.80
 30 229 884 33 7.50 9.43
 40 229 1178 43 10.00 12.57
 50 229 1472 52 12.50 15.72
     
 20 232 600 24 5.00 6.29
 22 232 653 26 5.50 6.92
 28 232 815 31 7.00 8.80
 30 232 871 34 7.50 9.43
 40 232 1149 44 10.00 12.57
 50 232 1427 54 12.50 15.72
     
 30 267 670 36 7.50 9.43
 40 267 870 44 10.00 12.57
 45 267 975 49 11.25 14.15
 50 267 1075 54 12.50 15.72
 55 267 1175 60 13.75 17.29
 60 267 1280 64 15.00 18.86
 70 267 1483 74 17.50 22.00
 75 267 1585 78 18.75 23.57
 80 267 1685 82 20.00 25.14
 90 267 1890 92 22.50 28.29
    
 50 316 790 59 12.50 15.72
 55 316 860 62 13.75 17.29
 60 316 930 66 15.00 18.86
 65 316 1000 71 16.25 20.43
 70 316 1068 75 17.50 22.00
 75 316 1140 79 18.75 23.57
 80 316 1210 83 20.00 25.14
 90 316 1350 92 22.50 28.29
 100 316 1490 101 25.00 31.43
 120 316 1775 118 30.00 37.71
     
 50 325 754 58 12.50 15.72
 55 325 822 62 13.75 17.29
 60 325 890 66 15.00 18.86
 65 325 956 70 16.25 20.43
 70 325 1025 75 17.50 22.00
 75 325 1092 79 18.75 23.57
 80 325 1160 83 20.00 25.14
 90 325 1295 91 22.50 28.29
 100 325 1429 100 25.00 31.43
 120 325 1705 117 30.00 37.71
     
 58 356 745 69 14.50 18.23
 60 356 765 71 15.00 18.86
 65 356 822 76 16.25 20.43
 70 356 878 80 17.50 22.00
 75 356 935 84 18.75 23.57
 80 356 990 88 20.00 25.14
 90 356 1102 96 22.50 28.29
 100 356 1215 104 25.00 31.43
 113 356 1360 115 28.25 35.52
 120 356 1440 121 30.00 37.71
 130 356 1550 129 32.50 40.86
 145 356 1720 142 36.25 45.57
 152 356 1800 148 38.00 47.77
     
 80 406 820 90 20.00 25.14
 85 406 865 94 21.25 26.72
 90 406 905 97 22.50 28.29
 100 406 990 105 25.00 31.43
 110 406 1077 113 27.50 34.57
 120 406 1164 121 30.00 37.71
 130 406 1250 130 32.50 40.86
 140 406 1338 137 35.00 44.00
 150 406 1425 145 37.50 47.14
 160 406 1512 153 40.00 50.28

Water Capacity
(l)
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(mm)
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(cu.m)

Length
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Weight
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Weight
(Kg)

Single Neck Double Neck

Cylinders can be manufactured as per  EN 1964-1, ISO 9809-1, PED 97/23/EC

Length
(mm)

Cylinders can be manufactured as per ISO 11439, NZS 5454, ECE R110
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(cu.m)

Gasoline 
Equivalent (l)
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